
FORASPEED 08

macchine ed attrezzature per posa pavimenti
machines and tools for the tile & stone professional



FORASPEED 08

Via dei Tipografi, 11
41100 Modena (Italy)

tel. +39 059 280 888 
fax +39 059 282 808

www.raimondiutensili.it
raiutens@raimondiutensili.it
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 205 8024648059253 1 230 V 50 Hz monofase / single-phase	 1,3	CV	/	1	kW	 260-1050	 •	 -	 260/1050

FORASPEED 08

PRESTAZIONI E DIMENSIONI - CUTTING SPECIFICATIONS AND MACHINE DIMENSIONS/WEIGHT 

  6 -120 mm 30 mm 70 cm 
∞

 65x43xh 48 cm 21,3 Kg 76x54xh 65 cm 26,5 Kg
  1/4” - 4 3/4   ”  1 3/16”  27 1/2”    25 1/2”x17”xh 19” 46.9 lbs 30”x21 1/4   x 25 1/2” 58.4 lbs

• Per forare prima della posa gres porcellanato, marmo, granito, mono-bicottura, vetro, ecc..
• Massima dimensione piastrella: 70 cm (27 1/2”) x illimitato.
• Possibilità di utilizzo anche per eseguire fori su piastrelle già posate.
• Possibilità di posizionamento in appoggio direttamente sulla piastrella (rimuovendo la vasca) 
   per eseguire fori su piastrelle di qualsiasi dimensione, senza limiti di formato (∞ x ∞).
• Massimo spessore piastrella 30 mm (1 3/16”).
• Massimo Ø fresa 120 (4 3/4”) mm, minimo Ø fresa 6 mm (1/4”).
• Velocità variabile da 260 a 1050 g/min.
• Raffreddamento interno fresa con pompa.
• Dispositivo di sicurezza blocca piastrella.
• Frese ad aggancio rapido.
• Esclusivo sistema brevettato di controfresa rotante.
• Corredo: contro frese, kit chiavi, pietra ravviva disco, manuale uso e manutenzione.

•	For	pre-drilling	holes	on:	marble,	porcelain,	single	and	double	fired,	granite,	
	 glass,	etc....
•	Maximum	size	of	tile:	70	cm	(27	1/2”)	by	infinite.
•	Perform	drilling	also	on	installed	floors.
•	Put	it	on	the	tiles	directly	(by	removing	the	tank)	for	drilling	tiles	of	any	size.
•	Maximum	thickness	of	tile:	30	mm	(1	3/16”).
•	Maximum	wheel:	Ø	120	mm	(4	3/4”);	smallest:	Ø	6	mm	(1/2”).
•	Variable	speed	from	260	to	1050	rpm.
•	Through	bit	cooling	via	pump.
•	Tile	holder	with	splash	guard.
•	Quick	Change	core	drills.
•	Exclusive	rotating	tile	support	plates	(patented).
•	Supplied	with:	tile	support	plates,	hex	keys,	dressing	stone,	user	and	maintenance		 	
	 manual.

CARATTERISTICHE TECNICHE TECHNICAL CHARACTERISTICS
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MODELLI E SPECIFICHE - MODEL SPECIFICATIONS

 Articolo / Part No.

 Modello / Model

VELOCITÁ 
VARIABILI

VARIABLE 
SPEEDS

PALLETS 
SOVRAPPONIBILI

OVERLAPABLE 
PALLETS

BOX SU 
PALLET

CARTON BOX 
ON PALLET


